
Our mission is to innovate, automate and bring cost-effective solutions to the industry.

Pantone 376

Pantone 298

70% black
The Foodmate Breast Processor runs birds breast first.  
An arbour and several guidings pick up the bird and 
guide them into the circular blade.  The breasts are 
then cut and transported through the machine by 

the pick-up chains.  The Foodmate Breast Processor 
contains a stainless steel frame and motor, requires 
minimal maintenance, and is easy to clean.

BREAST PROCESSOR



BREAST PROCESSOR

Key Benefits:

• �Allows for a maximum of 6,000 birds 
per hour

Technical Specifications:
• Stainless steel frame and motor
• Motor (IP66) power is 2 x 0,75 kW
• Motor (IP66) power is 1 x 0,37 kW
• Machine dimensions: 
   Length:   1435 mm 
   Width:	     1342 mm 
   Height:	    1747 mm
   Weight: 	approx. 320 kg 
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Foodmate is an equipment manufacturing company based in the 
Netherlands. Founded in 2006, we focus primarily on poultry processing, 
and we recently launched Foodmate Brasil, expanding our worldwide 
distribution into South America. Driven by research, paired with 
unmatched knowledge and decades of experience, it’s our mission to 
innovate, automate and bring cost-effective solutions to the industry.
 
Our product line spans a wide assortment of processing equipment 
designed for live bird handling, killing and defeathering, eviscerating, 
chilling, weighing, cut-up systems, deboning and more. 
 
Our team represents decades of industry knowledge and experience 
resulting in the engineering, development and implementation of new 
designs for our clients and their ever-changing needs.
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PROHIBITED.

FOODMATE B.V.
Röntgenstraat 18
3261 LK Oud-beijerland
THE NETHERLANDS
Tel.  +31 (0)186 630240
Fax  +31 (0)186 630249
info@foodmate.nl
www.foodmate.nl

First issue

Projection

Drawn:

Changes:

 

Revision

Scale:

A2

Group:Description:
Appr. by Date:

Part number:

1:10

FM.00.538.B00

30-3-2012

NEN 3311
NEN 2365
NEN 3634

Cut sharp edges (mm)*

Revision 
A

Approved

MvD

FM.00.538.B00

Linear tolerances (mm)*
0,5≥6
±0,1

30>120 120>315 1000>2000 2000>
±2,0±1,2±0,8±0,5±0,3

6>30
±0,2

Angular deviation of shortest side (mm)*
315>1000

±1,0°
- >10 (* at 20°C, unless 

stated otherwise)

Tolerances acc. to.
Dimension tol. acc. to.
Roughness acc. to.

10 >50
±0,5°

50 >120
±0,3°

120 > -
±0,2°

Fillet 0,10 - 0,40 
or

Chamfer 0,10 - 0,25 x 45°


